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Bag-in bag-out (BIBO) system for MCP and MEP filters

Application

The SafeChange enables exchange of filter elements, like
filter cassettes from MEP or filter cartridges from MCP
(version L and S) without getting in contact with the dust.
The operator is protected against contact with the dust
during the full operation. The filter installation area is also
protected against escape of dust form the filter interior as
the opening is closed with a plastic bag during the
exchange operation.

Platform / gangway, permanent or temporary, in front of
the filter is strongly recommended.

Description

The door frame contains all elements, also one plastic bag
with strap. Outside on the frame are two grooves for
mounting the plastic bags. Two half-doors inside prevent
the plastic bag from traveling into the filter and supports
the plastic bag during exchange of the filter element.

One plastic bag and one strap are consumed per filter
cassette / row of cartridges during exchange.

The complete frame is mounted on the filter using the same
fixation points as the standard bolted door.

This allows easy installation of the SafeChange on
existing filters.

Note: This system may also be used for ATEX-
applications, but might conflict with the handled dust /
application when SafeChange is required. Explosion
venting is not allowed to be done when unacceptable
amount of material can be released to the environment,
which is rated to be toxic, corrosive, irritating, carcinogenic,
could cause malfunctions or mutations.
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Specification

By ordering, please specify filter type, number of doors
and number of plastic bags and straps.

Low version

Item number Description

73009976 SafeChange complete door for MxP-L
5502701 Plastic bag
7944366 Strap for fixation

High version

Item number Description
73009975 SafeChange complete door for MxP-S
73009979 Original LDPE bag

7944366 Strap for fixation
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Filter with SafeChange door

Bag unfolded, old filter out Old filter is out, packed in % plastic bag.
Opening closed with remaining % plastic bag.
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New filter ready in new bag New filter is in. New plastic bag fixated with new strap.
Remaining 0,5 plastic bag and old strap stays in new bag.

Close-up of strap
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Option — SafeChange for dust bin
emptying

In general, the collected dust must also be removed
without getting in contact with the dust. Mostly the
dust is collected or conveyed in bigger containers in
such applications. If the standard dust bins are used, it
is also possible to use a SafeChange system for
emptying the bin.

Therefore, a transition will be used where also plastic
bags with tension belts could be fixated to allow an
emptying of the dust from the bin in bags without
getting in contact with the dust. The transition contains
all elements for emptying of the dust bin, also one
plastic bag with tension belts. One plastic bag is
consumed per emptying of one dust bin. Please
consider the amount of containers.

Note: A rotary valve must be used above the transition.
Therefore, a minimum leg extension of 1000 mm is

required.

Item number

Description

5510051 SafeChange Transition complete (for MxP)
5509268 Plastic bag
5117243 Clamping Belt For Big bag
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