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Enrolador de Mangueira
888

Enrolador de mangueiras aberto de tamanho médio
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Enrolador de Mangueira 888

Enrolador de Mangueira 888
 

Graças ao se desenho aberto, os enroladores são muito fáceis de manter e limpar. Podem ser instalados na parede ou no teto.  

A posição de saída pode ser regulada em 120° para otimizar o angulo de saída/entrada da
mangueira.

A tensão da mola pode ser facilmente regulado pelo exterior.

Trinco facilmente desativado quando não é preciso.
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Enrolador de Mangueira 888

Certificações CE

Fluido Ar comprimido, Água, Água alta pressão, Óleo, Alimentar, Massa
lubrificante

Comprimento da mangueira de ligação (m) 1

[ItemCorrosionResistance] Standard

[ItemElectricSpringDriven] Mola
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Modelos

I t e m  n º
T i p o  d e
m a n g u e i r a F l u i d o

F o r n e c i d o
c o m
m a n g u e i r a C o r

C o m p r i m e n t o
d a
m a n g u e i r a
d e
d i s t r i b u i ç ã o
( m )

D i â m e t r o ,
m a n g u e i r a
d e  l i g a ç ã o
( m m )

D i â m e t r o
d a
m a n g u e i r a
d e
d i s t r i b u i ç ã o
( m m )

M á x .
p r e s s ã o
d e
s e r v i ç o
( M p a )

P e s o
( k g )

M á x .
c o m p r i m e n t o
d e
m a n g u e i r a

30801088 E Água Sim Preto/Azul 10 12.5 12.5 2 16

30801888 G Água alta
pressão

Sim Preto/Azul 15 10 10 25 16

30804288 J Massa
lubrificante

Sim Preto/Branco 15 10 10 35 18

30804688 I Óleo Sim Preto/Branco 10 12.5 12.5 7,5 16

30804888 J Massa
lubrificante

Sim Preto/Branco 15 6 6 35 16

30800888 B Ar
comprimido,
Água

Sim Preto/Azul 10 12.5 12.5 1,5 16

30805088 J Massa
lubrificante

Sim Preto/Branco 10 10 10 35 14

30851088 B Ar
comprimido,
Água

Sim Preto/Branco 15 12.5 10 1,5 11

30801688 I Óleo Sim Preto/Azul 10 12.5 12.5 7,5 16

30802688 J Massa
lubrificante

Sim Preto/Azul 15 6 6 35 16

30800388 Ar
comprimido,
Água

Não Preto/Azul 10 1,5 11 15

30800788 Ar
comprimido,
Água

Não Preto/Azul 12.5 1,5 11 10

30801788 G Água alta
pressão

Não Preto/Azul 10 25 11 15
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Modelos



I t e m  n º
T i p o  d e
m a n g u e i r a F l u i d o

F o r n e c i d o
c o m
m a n g u e i r a C o r

C o m p r i m e n t o
d a
m a n g u e i r a
d e
d i s t r i b u i ç ã o
( m )

D i â m e t r o ,
m a n g u e i r a
d e  l i g a ç ã o
( m m )

D i â m e t r o
d a
m a n g u e i r a
d e
d i s t r i b u i ç ã o
( m m )

M á x .
p r e s s ã o
d e
s e r v i ç o
( M p a )

P e s o
( k g )

M á x .
c o m p r i m e n t o
d e
m a n g u e i r a

30801588 I Óleo Não Preto/Azul 12.5 7,5 11 10

30802588 J Massa
lubrificante

Não Preto/Azul 6 35 11 15

30800688 B Ar
comprimido,
Água

Sim Preto/Azul 15 12.5 10 1,5 16

Tipos de mangueira

T i p o  d e
m a n g u e i r a

E s p e c i f i c a ç õ e s G a m a  d e
t e m p e r a t u r a ,
° C

A c o p l a d o r e s  n a
e x t r e m i d a d e  l i v r e ,
m a n g u e i r a  d e
d i s t r i b u i ç ã o

A c o p l a d o r e s  n a
e x t r e m i d a d e  l i v r e ,
m a n g u e i r a  d e
e n t r a d a

L i g a ç ã o  d a
m a n g u e i r a  n o
e n r o l a d o r ,
m a n g u e i r a  d e
d i s t r i b u i ç ã o

L i g a ç ã o  d a
m a n g u e i r a  n o
e n r o l a d o r ,
m a n g u e i r a  d e
e n t r a d a

B Cover in NBR/PVC and inner
tube in NBR. Syntethic textile
braid

-30 - 100 Male, chrome plated Hose nipple + clip Hose nipple 1/2″ + clip

E Cover in NBR/PVC and inner
tube in food grade quality
NBR. Syntethic textile braid

-30 - 100 Male 60° cone, chrome
plated

Female 60° cone,
chrome plated

Male 60° cone Male 60° cone

G Cover and inner tube in
synthetic rubber. Single steel
braid

-40 - 155 Female 60° cone, chrome
plated. With rubber hose
grip

Female 60° cone,
chrome plated

Male 60° cone Male 60° cone

I Cover and inner tube in SBR
based rubber. Single steel braid

-40 - 100 Female 60° cone, chrome
plated

Female 60° cone,
chrome plated

Male 60° cone Male 60° cone

J Cover and inner tube in
syntetic, oil resistant rubber.
Double steel braid

-40 - 100 Female 60° cone, chrome
plated

Female 60° cone,
chrome plated

Male 60° cone Male 60° cone
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