
Product leaflet

BenchTop Extraction Arm
FX2 100 ESD/EX

Effektiv, støysvak og fleksibel avsugsarm – designet for
elektroniske miljøer med risiko for elektrostatiske utladninger.
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BenchTop Extraction Arm FX2 100 ESD/EX
 

Nederman FX2-armer er laget av lette anodiserte aluminiumseksjoner, med tre justerbare komposittfriksjonsledd. De tilbyr
styrke og holdbarhet kombinert med enkel håndtering, og kan brukes i mange typer miljøer. De er spesielt egnet for
bruksområder hvor det kreves små, fleksible og brukervennlige armer.
Med profilene laget av anodisert aluminium er armen ideell for røykavsug i aggressive miljøer hvor korrosjonsbestandighet må
sikres.

 

Optimaliserer innfangningen og fjerner effektivt forurensninger ved kilden

Lavt støynivå for et trygt og stille arbeidsområde

Various lengths and mounting options for flexibility

Adjustable height for ergonomic efficiency

Adapts to business needs for optimal workspace
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Sertifiseringer ESD, CE, EX

Installasjon Innendørs

Materiale Rør i eloksert aluminium. Leddene i ledende PP plast Kanal tilkobling
i ledende EPDM gummi Minihette i ledene PP plast

Damptemperatur max 158 °F (70 °C)

Ekstraheringsarm, diameter (mm) 100

Luftstrøm (m³/t) 200 - 450

Bruksområde ESD
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Models

I t e m  n u m b e r A r m l e n g d e  ( m ) V e k t  ( k g ) A r m l e n g d e  ( m ) A r m l e n g d e  ( m )

70606544 1,2 4,8 Ned, Opp Overflatekant, Tak, Vegg, På horisontal flate

70606844 1,8 5,9 Opp Overflatekant, Tak, Vegg, På horisontal flate

70607044 1,8 5,9 Ned Overflatekant, Gulv, Vegg, På horisontal flate

70607144 1,8 5,2 Ned Gjennom benk

70607244 2,4 6,9 Opp Overflatekant, Tak, Vegg, På horisontal flate

70606744 1,2 4,1 Ned, Opp Overflatekant, Tak, Vegg, På horisontal flate
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Accessories

A c c e s s o r y I t e m  n u m b e r

FX-Brakett kit-D50 / 75/100-L190. 70501144

FX2-Brakettsett-D50/75/100-L500. 70377042

FX2-Bench brakett kit-D50 / 75/100, 70501444

FX-Classic brakett-D50 / 75/100. 70501244

FX-Cut2fit extension-L1100. 70501344

FX-Cut2fit extension-L2200. 70374600

FX-Tak dekkplate 70502644

FX2-Tak dekkplate-PLUS. 70377045

FX2-Vegg BRKT-sett-Flat-L190-Svart 70377044

FX-Dome hette-ESD / EX-D50 / 75/100. 70376983

FX-Combi hette-ESD / EX-D50 / 75/100. 70500244

X-Metal hette-ESD / EX-D50 / 75/100. 70500544

FX-Flenshette-ESD/EX-D50/75/100 70502944
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Accessories

A c c e s s o r y
I t e m
n u m b e r

FX2-Duct connector-ESD/EX-D100 70377041

FX2-Al kanal-L1000-D75/100 til D100 70377058

FX2-Al kanal-L2000-D75/100 til D100 70377059

FX-Slange-ESD-D100-L3000-Svart 70377102

FX-Hose-ESD-D125-L5000-Black- Flexible hose in black conductive PE with 125 mm (5 inch) diameter and 5000 mm (195.85 inch)
length. It shall be used with hose support ring to connect hose to arm.

70377103

FX2-Hose support ring-D100 70377068

FX2-Hose support ring-D125 70377069

FX2- Deksel veggbrakett 70377452
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Pressure Drop diagram: 1) X- Axis: Air Flow Rate (cfm) 2) X- Axis: Air Flow Rate (mᵌ/h) 3) Y-Axis: Static Pressure Drop (Pa) 4) Y-Axis:
Static Pressure Drop (in. wg.)

Sound Level diagram: 1) X- Axis: Air Flow Rate (cfm) 2) X- Axis: Air Flow Rate (mᵌ/h) 3) Y-Axis: Sound Pressure Level (dB) (A))
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Material: 1) Flange: Conductive PP plastic 2) Tubes: Aluminum, anodized 10 µm 3) Damper adjustment handle: Aluminum: anodized
10 µm Internal spring: Stainless steel Damper blade: Conductive TP & PP plastic 4) Joints conductive: PP plastic with glass fibre
reinforcement Plastic rings conductive: PP plastic with glass fibre reinforcement Axial locking rings conductive: PP plastic with
glass fibre reinforcement Adjustment knobs: PA & EDS plastic Threaded shaft inside joints: Stainless Steel 5) Duct connector:

conductive EPDM Rubber 6) Swivel: Aluminum, conductive powder coating Rivets: Aluminum Bearings swivel condutive: PP plastic
with glass fibre reinforcement

• FX2-ESD/EX-D100-L1200-Up/Down-Low Delenummer: 70606544 Maks. arbeidsradius: 1170 mm (46,1 in) A: 450 mm (17,7 in) B:
450 mm (17,7 in) • FX2-ESD/EX-D100-L1800-Up-Low Delenummer: 70606844 Maks. arbeidsradius: 1770 mm (69,7 in) A: 750 mm
(29,5 in) B: 750 mm (29,5 in) * • FX2-ESD/EX-D100-L2400-Up-Low Delenummer: 70607244 Maks. arbeidsradius: 2290 (90,16 in)

A: 1010 mm (39,7 in) B: 1010 mm (39,7 in)
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• FX2-ESD/EX-D100-L1200-Up/Down-Low Delenummer: 70606544 Maks. arbeidsradius: 1170 mm (46,1 in) A: 450 mm (17,7 in) B:
450 mm (17,7 in) • FX2-ESD/EX-D100-L1800-Down-Low Delenummer: 70607044 Maks. arbeidsradius: 1770 mm (69,7 in) A: 750

mm (29,5 in) B: 750 mm (29,5 in)

• FX2-ESD/EX-D100-L1200-Up/Down-Thru Delenummer: 70606744 Maks. arbeidsradius: 1170 mm (46,1 in) A: 450 mm (17,7 in) B:
450 mm (17,7 in) • FX2-ESD/EX-D100-L1800-Down-Through Delenummer: 70607144 Maks. arbeidsradius: 1770 mm (69,7 in) A:

750 mm (29,5 in) B: 750 mm (29,5 in)

This content is protected under copyright law, furnished for informational use only, and subject to change without notice. © Nederman Holding AB

2026-06-08 9/11



BenchTop Extraction Arm FX2 100 ESD/EX

Ceiling mounting example: FX2-Up-Low arm with following accessories: -FX-Classic bracket -FX-Cut2fit extension-L1100 -FX2-
Alu duct -FX2-Duct connector-ESD/EX-D100 -FX-Ceiling cover plate

Wall mounting examples: Left: FX2-Up-Low arm with following accessories: -FX2-Bracket kit-D50/75/100-L500 -FX2-Ceiling
cover plate-PLUS -FX2-Alu duct -FX2-Duct connector-ESD/EX-D100 Right: FX2-Up-Low arm with following accessories: -FX2-

Wall BRKT kit-Flat-L190-Black -FX2-Ceiling cover plate-PLUS -FX2-Alu duct -FX2-Duct connector-ESD/EX-D100
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Bench mounting examples: Left: FX2-Down-Low arm with following accessories: -FX2-Bench bracket kit-D50/75/100 Right: FX2-
Down-Through arm

Other mounting examples: Left: Overbench cabinet mounting with FX2-Up/Down-Through arm Middle: Shelf mounting with FX2-
Up-Low arm and following accessories: -FX2-Bench bracket kit Right: Floor mounting with FX2-Up-Low arm and following

accessories: -FX-Classic bracket -FX-Cut2fit extension-L1100
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