Nederman

Product leaflet

NRS rotary valves type
4,10,20 and 30

Continuous emptying of the dust collector hopper.
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Nederman NRS rotary valves type 4,10,20 and 30

NRS rotary valves type 4,10,20 and 30

0 Robust construction.

Long lifetime. The rotor is equipped with an elastic clutch, which reduces the possibility of
damage in use and maximizes the life of the unit.

0 Effective air lock between the inlet and outlet provided due to the special rubber blends.

Zawor obrotowy typu NRS stuzy do przenoszenia materiatu pomiedzy dwoma odrebnymi systemami. W pneumatycznych
systemach transportowych materiat uwalniany jest zazwyczaj z filtra lub cyklonu do silosu przy cisnieniu atmosferycznym. Jest
to idealne zastosowanie zaworu obrotowego typu NRS.

Zawor obrotowy mozna stosowac z wiekszoscig materiatéw, jednak rozmiar czastek nie moze przekraczac 13x13x13 mm.

Zawor obrotowy typu NRS ma modutowa, wytrzymata konstrukcje, w ktérej sktad wchodzi gruba ptyta stalowa. Wirniki
poszczegodlnych modutéw sa wyposazone w sprzegta podatne. Zmniejsza to prawdopodobieristwo uszkodzenia urzadzenia
podczas pracy i wydtuza okres eksploatacji. Wirnik ma specjalne gumowe uszczelnienia, ktére skutecznie izolujg otwoér
wlotowy i wylotowy od powietrza.
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Nederman NRS rotary valves type 4,10,20 and 30

NRS rotary valves type 4,10,20 and 30

Certyfikaty CE

Klasa zabezpieczenia P55

Instalacja nazewnatrz, wewnatrz
Odpowiedni dla tatwopalnego pytu False
[ProductApplication] pyt
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Nederman NRS rotary valves type 4,10,20 and 30

Models

Item number Waga (kg) Moc (kW)
7300901501 50
\ 73009016(! 67 018
\ 73009018(3] 67 0,75
\ 730090194 107
\ 73009021[5] 124 0,75
/ 73009022(6! 214
, 73009024L7] 243 0,75
/ 73009025(8! 321
/ 73009027(9] 338 0,75

1) Capacity at 100% filling - 2 m3/h per RPM

[2] Capacity at 100% filling - 14 m3/h

[3] Capacity at 100% filling - 65 m3/h

[4] without motor. Capacity at 100% filling - 4,9 m3/h per RPM
[5] Capacity at 100% filling - 157 m3/h

[6] without motor. Catacity at 100% filling 9,8 m3/h per RPM
[7] Capacity at 100% filling - 314 m3/h

[8] without motor. Capacity at 100% filling - 14,7 m3/h per RPM
[9] Capacity at 100% filling - 471 m3/h
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Nederman NRS rotary valves type 4,10,20 and 30

Accessories

Accessory Item number
' s:". Czujnik obrotéw dla NRS z zestawem montazowym 73008689
Tool for setting the rotor in NRS(Z)4,10,20,30 73008777
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NRS rotary valves type 4,10,20 and 30

Nederman

672

125

I
|
420

450

150 150 y q{&
i "

150

231
270
318

396 )
569 "

This content is protected under copyright law, furnished for informational use only, and subject to change without notice. © Nederman Holding AB

6/9

2026-06-08



Nederman NRS rotary valves type 4,10,20 and 30
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Nederman NRS rotary valves type 4,10,20 and 30
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Nederman NRS rotary valves type 4,10,20 and 30

Leakage

The leakage of the rotary valve during shutdown (S) and during operation (R) depends on the pressure drop over the
rotor. See the chart:
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